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GRP-JB3 SAFE AREA GRP JUNCTION BOX 

• Rugged industrial construc�on with stainless steel 

screws 

• Universal moun�ng holes 

• Threaded internal bushes for securing DIN rails, 

channels and moun�ng plates                                                        

The GRP-JB3 is a high-quality glass fibre-reinforced polyester 

enclosure, which represents a rugged heavy wearing economical 

solution for universal applications for varied and extreme conditions. 

The enclosure is well suited to harsh environments and locations 

where corrosion and impact resistance along with a high IP 

protection are required. 

Flush fit stainless steel lid fastenings allow quick and simple access.  

All GRP-JB enclosures can be supplied with a wide range of 

accessories including an ECP ‘Earth Continuity Plate’, WDU type 

terminals with associated DIN rail, sheet steel mounting plate and 

mounting feet for wall or bulkhead requirements.  

 

Technical Specification  
Dimensions   255x 250 x 120mm 
Colour  RAL 9011 
IP Rating  IP 66 /67 
Gland Entries: 
Face A/B  

36 x M12/32 x M16/18 x M20/10 x M25 /     
8 x M32 / 3 x M40/ 2 x M50 

Face C/D  32 x M12/21 x M16/15 x M20/8 x M25 /        
3 x M32 /3 x M40/ 2 x M50  

Terminals  2 x 38x WDU type 2.5mm terminals  
Location  Safe Area  

Thank you for your interest in 

Ziztel - we are a UK based 

manufacturer of PAGA and 

Intercom products.  Our systems 

are mainly designed for use in 

the Hazardous Oil, Gas and 

Petrochemical industries.   

  

 


